
ELECTROLYTIC ALUMINUM CAPACITORS 

Revision 01/19

16 V ... 450 V 6,8 µF ... 25 000 µF Ø 14 (0,551) ... Ø 25 (0,984) – 55°C+ 145°C Long Life Time

RESISTANCE TO VIBRATIONS DIMENSIONS in mm (inches)

Hb mm (inches)
ƒ (Hz) 10 - 2000 Hz

Amplitude 1,5 (0,059)
Acceleration 20 g - 196 m/s²

t (h) 3 x 2 h

Ø d a
14 to 18 (0,551) to (0,709) 0,8 (0,031) 4 (0,157)

21 (0,827) 1 (0,039) 4 (0,157)
25 (0,984) 1 (0,039) 8 (0,315)

40 (1,575) minL± 2 (0,079)

L± a

Ø±
 0

,5
 (0

,0
20

)

Dimensions in mm (inches)

40 (1,575) min

+ –

PRORELSIC 145 2 000 h / 145°C

SPECIFICATIONS
NFC 83 110 - Long life
CECC 30 301-802 Issue 2
IEC 60 384.4 long life
Climatic category GPF: –55°C + 145°C / 56 days

WITHSTAND STRENGTH OF INSULATING SLEEVE
Insulating resistance at 20°C between leads and mounting 
hardware: 100 MΩ
Test voltage at 50 Hz 1 min. between leads and mounting hardware: 
1000 V
Fire resistance: self extinguish 30 s (IEC 60 695-2-2) without PVC.

APPLICATIONS
• Coupling / decoupling
• Smoothing
• Energy storage
• High frequency power supply system
• Telecommunication - Military applications
• Mob Ile and aircraft installations
• Rated voltage 450 V is specially fi t to lamp electronic ballast 
circuits.

Insulating aluminum case
Axial tin coated copper leads
Welded chain providing perfect continuity of the circuit.

Tolerance on capacitance at 20°C : – 10 + 50%
(on request) : – 10 + 30 %
Operating temperature  : – 55°C +145°C (up to 150°C)
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Capacitance

(µF)

Dimensions ESR Z
F(1)

+20°C 
max.

(Ω)

Il
+20°C
5 min. 
max.

(µA)

I ~
100 Hz

CodeØ

mm (inches)

L

mm (inches)

Typic

(Ω)

Max.

(Ω)

+145°C 
max.
(A)

Rated voltage 16 V
680 14 (0,551) 30 (1,181) 0,25 0,37 0,23 37 0,77 A 708000

1000 16 (0,630) 30 (1,181) 0,17 0,26 0,16 52 1 A 708001
1500 14 (0,551) 30 (1,181) 0,25 0,23 0,23 75 0,77 A 708008
1500 18 (0,709) 30 (1,181) 0,15 0,23 0,16 75 1,14 A 708002
2200 16 (0,630) 30 (1,181) 0,17 0,26 0,16 110 1 A 708009
2200 18 (0,709) 40 (1,575) 0,1 0,15 0,12 110 1,6 A 708003
3300 18 (0,709) 30 (1,181) 0,15 0,23 0,16 160 1,14 A 708010
3300 21 (0,827) 40 (1,575) 0,066 0,1 0,08 160 2,1 A 708004
4700 18 (0,709) 40 (1,575) 0,1 0,15 0,12 230 1,6 A 708011
4700 25 (0,984) 40 (1,575) 0,045 0,07 0,07 230 2,8 A 708005
6800 25 (0,984) 50 (1,969) 0,04 0,06 0,05 330 3,3 A 708006
6800 21 (0,827) 40 (1,575) 0,066 0,1 0,08 330 2,1 A 708012

10000 25 (0,984) 40 (1,575) 0,045 0,07 0,07 480 2,8 A 708013
10000 25 (0,984) 75 (2,953) 0,033 0,05 0,04 480 4,4 A 708007
15000 25 (0,984) 50 (1,969) 0,04 0,06 0,05 720 3,3 A 708014
25000 25 (0,984) 75 (2,953) 0,033 0,05 0,04 1200 4,4 A 708015

Rated voltage 25 V
470 14 (0,551) 30 (1,181) 0,29 0,44 0,26 39 0,71 A 708020
680 16 (0,630) 30 (1,181) 0,2 0,3 0,23 55 0,92 A 708021

1000 14 (0,551) 30 (1,181) 0,29 0,44 0,26 80 0,71 A 708028
1000 18 (0,709) 30 (1,181) 0,15 0,24 0,14 80 1,14 A 708022
1500 18 (0,709) 40 (1,575) 0,1 0,15 0,1 120 1,59 A 708023
1500 16 (0,630) 30 (1,181) 0,2 0,3 0,23 120 0,92 A 708029
2000 18 (0,709) 30 (1,181) 0,15 0,24 0,14 150 1,14 A 708030
2200 21 (0,827) 40 (1,575) 0,08 0,12 0,08 170 1,93 A 708024
3000 18 (0,709) 40 (1,575) 0,1 0,15 0,1 225 1,59 A 708031
3300 25 (0,984) 40 (1,575) 0,065 0,1 0,06 250 2,4 A 708025
4500 21 (0,827) 40 (1,575) 0,08 0,12 0,08 330 1,93 A 708032
4700 25 (0,984) 50 (1,969) 0,045 0,07 0,05 360 3,1 A 708026
6800 25 (0,984) 40 (1,575) 0,065 0,1 0,06 510 2,4 A 708033
6800 25 (0,984) 75 (2,953) 0,04 0,06 0,04 510 4 A 708027
9000 25 (0,984) 50 (1,969) 0,045 0,07 0,05 670 3,1 A 708034

14000 25 (0,984) 75 (2,953) 0,04 0,06 0,04 1050 4 A 708035
Rated voltage 40 V

330 14 (0,551) 30 (1,181) 0,32 0,48 0,3 44 0,68 A 708040
470 16 (0,630) 30 (1,181) 0,23 0,34 0,25 60 0,86 A 708041
680 14 (0,551) 30 (1,181) 0,32 0,48 0,3 86 0,68 A 708048
680 18 (0,709) 30 (1,181) 0,15 0,23 0,16 86 1,14 A 708042

1000 16 (0,630) 30 (1,181) 0,23 0,34 0,25 120 0,86 A 708049
1000 16 (0,630) 40 (1,575) 0,11 0,17 0,12 120 1,51 A 708043
1200 18 (0,709) 30 (1,181) 0,15 0,23 0,16 140 1,14 A 708050
1500 21 (0,827) 40 (1,575) 0,073 0,11 0,1 180 2 A 708044
2100 18 (0,709) 40 (1,575) 0,11 0,17 0,12 250 1,51 A 708051
2200 25 (0,984) 40 (1,575) 0,053 0,08 0,09 270 2,6 A 708045
3000 21 (0,827) 40 (1,575) 0,073 0,11 0,1 360 2 A 708052
3300 25 (0,984) 50 (1,969) 0,04 0,06 0,05 400 3,3 A 708046
4500 25 (0,984) 40 (1,575) 0,053 0,08 0,09 540 2,6 A 708053
4700 25 (0,984) 75 (2,953) 0,033 0,05 0,05 570 4,4 A 708047
6300 25 (0,984) 50 (1,969) 0,04 0,06 0,05 750 3,3 A 708054

10000 25 (0,984) 75 (2,953) 0,033 0,05 0,05 1200 4,4 A 708055

(1)  F = 10 kHz (C > 1000 µF), F = 100 kHz (C ≤ 1000 µF)
Z typ = Z max / 2
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Capacitance

(µF)

Dimensions ESR Z
F(1)

+20°C 
max.

(Ω)

Il
+20°C
5 min. 
max.

(µA)

I ~
100 Hz

CodeØ

mm (inches)

L

mm (inches)

Typic

(Ω)

Max.

(Ω)

+145°C 
max.
(A)

Rated voltage 63 V
220 16 (0,630) 30 (1,181) 0,27 0,41 0,3 46 0,8 A 708061
330 18 (0,709) 30 (1,181) 0,2 0,3 0,2 66 0,99 A 708062
470 18 (0,709) 40 (1,575) 0,13 0,2 0,13 93 1,4 A 708063
500 16 (0,630) 30 (1,181) 0,27 0,41 0,3 95 0,8 A 708068
680 21 (0,827) 40 (1,575) 0,1 0,15 0,1 130 1,73 A 708064
700 18 (0,709) 30 (1,181) 0,2 0,3 0,2 130 0,99 A 708069

1000 18 (0,709) 40 (1,575) 0,13 0,2 0,13 190 1,4 A 708070
1000 25 (0,984) 40 (1,575) 0,07 0,11 0,08 190 2,3 A 708065
1500 21 (0,827) 40 (1,575) 0,1 0,15 0,1 290 1,73 A 708071
1500 25 (0,984) 50 (1,969) 0,065 0,1 0,06 290 3 A 708066
2200 25 (0,984) 75 (2,953) 0,06 0,09 0,05 420 3,8 A 708067
2400 25 (0,984) 40 (1,575) 0,07 0,11 0,08 450 2,3 A 708072
3200 25 (0,984) 50 (1,969) 0,065 0,1 0,06 600 3 A 708073
5200 25 (0,984) 75 (2,953) 0,06 0,09 0,05 490 3,8 A 708074

Rated voltage 100 V
100 16 (0,630) 30 (1,181) 1 1,5 0,77 34 0,41 A 708081
180 16 (0,630) 30 (1,181) 1 1,5 0,77 54 0,41 A 708090
220 18 (0,709) 40 (1,575) 0,4 0,6 0,4 70 0,8 A 708083
310 18 (0,709) 40 (1,575) 0,4 0,6 0,4 90 0,8 A 708091
330 21 (0,827) 40 (1,575) 0,3 0,45 0,3 100 1 A 708084
450 21 (0,827) 40 (1,575) 0,3 0,45 0,3 135 1 A 708092
470 25 (0,984) 40 (1,575) 0,2 0,3 0,25 150 1,35 A 708085
680 25 (0,984) 40 (1,575) 0,2 0,3 0,25 210 1,35 A 708093
680 25 (0,984) 50 (1,969) 0,18 0,27 0,2 210 1,6 A 708086
900 25 (0,984) 50 (1,969) 0,18 0,27 0,2 270 1,6 A 708094

1000 25 (0,984) 75 (2,953) 0,13 0,2 0,12 300 2,2 A 708087
2200 25 (0,984) 75 (2,953) 0,07 0,11 0,08 660 3 A 708089
2600 25 (0,984) 75 (2,953) 0,07 0,11 0,08 780 3 A 708095

Rated voltage 160 V
22 14 (0,551) 30 (1,181) 2,8 5,6 1,1 25 0,23 A 708100
38 14 (0,551) 30 (1,181) 2,8 5,6 1,1 36 0,23 A 708110
47 18 (0,709) 40 (1,575) 1,1 1,7 0,65 45 0,48 A 708103
68 21 (0,827) 40 (1,575) 0,8 1,2 0,44 65 0,61 A 708104

100 18 (0,709) 40 (1,575) 1,1 1,7 0,65 100 0,48 A 708111
100 25 (0,984) 40 (1,575) 0,4 0,6 0,3 100 0,95 A 708105
150 25 (0,984) 50 (1,969) 0,3 0,5 0,25 140 1,21 A 708106
160 21 (0,827) 40 (1,575) 0,8 1,2 0,44 150 0,61 A 708112
220 25 (0,984) 75 (2,953) 0,2 0,3 0,2 210 1,79 A 708107
250 25 (0,984) 40 (1,575) 0,4 0,6 0,3 240 0,95 A 708113
330 25 (0,984) 50 (1,969) 0,3 0,5 0,25 310 1,21 A 708114
470 25 (0,984) 75 (2,953) 0,12 0,2 0,13 450 2,3 A 708109
530 25 (0,984) 75 (2,953) 0,12 0,2 0,13 500 2,3 A 708115

Rated voltage 250 V
15 18 (0,709) 30 (1,181) 3,3 5 2 25 0,24 A 708122
33 18 (0,709) 40 (1,575) 1,5 2,3 1 50 0,41 A 708123
40 18 (0,709) 30 (1,181) 3,3 5 2 60 0,24 A 708130
47 25 (0,984) 40 (1,575) 0,9 1,4 0,8 70 0,64 A 708125
62 18 (0,709) 40 (1,575) 1,5 2,3 1 93 0,41 A 708131
68 25 (0,984) 50 (1,969) 0,73 1,1 0,6 100 0,78 A 708126

100 25 (0,984) 75 (2,953) 0,45 0,7 0,3 150 1,2 A 708127
135 25 (0,984) 40 (1,575) 0,9 1,4 0,8 200 0,64 A 708132
180 25 (0,984) 50 (1,969) 0,73 1,1 0,6 270 0,78 A 708133
220 25 (0,984) 75 (2,953) 0,3 0,45 0,25 330 1,45 A 708129
280 25 (0,984) 75 (2,953) 0,3 0,45 0,25 330 1,45 A 708134

(1)  F = 10 kHz (C > 1000 µF), F = 100 kHz (C ≤ 1000 µF)
Z typ = Z max / 2
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Capacitance

(µF)

Dimensions ESR Z
F(1)

+20°C 
max.

(Ω)

Il
+20°C
5 min. 
max.

(µA)

I ~
100 Hz

CodeØ

mm (inches)

L

mm (inches)

Typic

(Ω)

Max.

(Ω)

+145°C 
max.
(A)

Rated voltage 450 V
6,8 14 (0,551) 30 (1,181) 11 17 7 110 0,12 A 708140
10 14 (0,551) 30 (1,181) 7,2 11 5,1 130 0,14 A 708141
15 14 (0,551) 30 (1,181) 7,2 11 5,1 160 0,14 A 708150
15 16 (0,630) 30 (1,181) 4,8 7,2 4 160 0,19 A 708142
22 18 (0,709) 30 (1,181) 3 4,5 2,5 200 0,25 A 708143
33 18 (0,709) 40 (1,575) 1,7 2,5 1,5 250 0,39 A 708144
47 21 (0,827) 40 (1,575) 1,4 2,1 1,3 300 0,46 A 708145
68 25 (0,984) 40 (1,575) 1,3 1,9 1,3 350 0,53 A 708146
75 25 (0,984) 40 (1,575) 1,3 1,9 1,3 370 0,53 A 708151

100 25 (0,984) 50 (1,969) 0,9 1,4 1 430 0,7 A 708147
220 25 (0,984) 75 (2,953) 0,6 0,9 0,7 630 1 A 708149

(1)  F = 10 kHz (C > 1000 µF), F = 100 kHz (C ≤ 1000 µF)
Z typ = Z max / 2

PEAK VOLTAGE (V)
UR: rated voltage
Up: Repetitive standard peak voltage (30 s)
Us: Repetitive surge voltage (0,1 s)
Do not overstep this value without damage.

UR 16 V 25 V 40 V 63 V 100 V 160 V 250 V 450 V

Up 18 29 46 72 115 184 288 495

Us 235 340 620

EXPECTED LIFE
as a function of temperature and ripple current

ƒ (Hz) 50 100 300 600 1 000 10 000 ≥ 50 000

I 0,8 x I~ I~ 1,2 x I~ 1,3 x I~ 1,35 x I~ 1,5 x I~ 1,6 x I~

PERMISSIBLE RIPPLE CURRENT I (R.M.S. VALUE)
versus frequency ƒ: 
I ~: permissible r.m.s. current at 100 Hz
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